II. AMENDMENTS TO THE CLAIMS 

The following listing of claims replaces all prior versions, and listings, of claims in the 
application: 

1. (Currently Amended) A method for assigning a device identifier to a device, tlie method 
comprising: 

receiving a request for flie device identifier at a server; 
obtaining the device identifier; 
marking a status of the device identifier as pending; 
sending the device identifier to the device; 

marking the status of the device identifier as in use after receiving an acknowledgment 

from tlie device; and 

sending a confirmation to the device after the acknowledgment is received^ 
wherein the device is a wireless device that does not liave a readily accessible device 

identifier or other communications related information and for which a network address or host 

name cannot be used as tlie device identifier . 

2. (Original) The method of claim 1, finrliier comprising: 

receiving a second acknowledgment fix»m the device; and 
sending a second confirmation to the device. 
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3. (Origmal) The method of clahii 1, further comprising managing a set of device entries at flie 
server, wherein each of tlie set of device entries includes a device identifier, a status, and 
correlation data, and wherein the request includes correlation data for the device. 

4. (Original) The metliod of claim 3, wherein tlie coirelation data includes a device type and user 
data. 

5. (Original) The metliod of claim 3, wherein each of the set of device entries further includes a 
timestamp, the method further comprising setting the timestamp when the status is marked as 
penduig. 

6. (Original) The method of claim 1, wherein the obtaining step includes: 

providing correlation data at tlie server; 

generating at least one device identifier based on the correlation data before the request is 
received; 

marking the status of the generated at least one identifier as unused; and 

locating one of the at least one device identifier having a status marked as unused after 

the request is received using the correlation data for the at least one device identifier and 

correlation data in the request. 

7. (Origuial) The method of claim 1, wherein the obtaining step includes generating a device 
identifier after receiving the request using correlation data in the request. 
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8. (Origmal) The mefliod of claim 1, fmHier comprising marking the status of tiiie device 
identifier as unused if the acknowledgment is not received after a time out period. 

9. (Original) The method of claim 1 , further comprising: 

reusmg the device identifier for another request received firom another device after a time 
out period has elapsed; and 

sending a rejection to the device if the acknowledgment is received after the tune out 
period has elapsed. 

10. (Currently Amended) A method of obtaining a device identifier for a device, tlie method 
comprising: 

sending a request for the device identifier to a server; 

sending an acknowledgment to the server after receiving the device identifier fixim the 
server; and 

using the device identifier after receiving a confirmation firom the server^ 

wherein the device is a wireless device that does not have a readily accessible device 

identifier or other communications related information and for which a network address or host 

name cannot be used as the device identifier . 

11. (Original) The method of claim 10, wherein a timestamp is also received fi:om the server, and 
wherein the acknowledgment includes the device identifier and the timestamp. 
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12. (Original) The method of claim 10, wherein the request includes correlation data. 

13. (Original) The method of claim 12, wherein the con-elation data includes a device type for the 
device and user data for a user of the device. 

14. (Original) The method of claim 10, further comprising sending a second acknowledgment to 
tlie server if the confmnation has not been received after a time out period. 

15. (Currently Amended) A system for assigning a device identifier to a device, tlie system 
comprising: 

an assigmnent system for managing an assignment of the device identifier at a server, 
wherein the assignment system obtains the device identifier in response to a request, marks a 
status of the device identifier as pending, and marks the status of tlie device identifier as in use in 
I'esponse to an acknowledgment of the device identifier fi^om the device; and 

a server communication system for sending the device identifier to the device, sending a 
confirmation to the device after the acknowledgment is received, and for receiving the request 
and the acknowledgment from the device^ 

wherein the device is a wireless device that does not have a readilv accessible device 
identifier or otlier communications related information and for which a network address or host 
name cannot be used as the device identifier . 
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16. (Original) The system of claim 15, furtiier comprising: 

a request system for obtaining the device identifier from the server, wherein the request 
system generates the request and the acknowledgment; 

a device communication system for sending the request and the acknowledgment to the 
server, and for receiving the device identifier and the confirmation &om the server; and 

an identifier system that uses the device identifier after the confirmation is received. 

17. (Original) The system of claim 15, fiirther comprising: 

amaoagement system for managing a set of device entries, wherein each of the set of 
device entries includes a unique device identifier, a status, and correlation data, wherein tlie 
request includes correlation data for the device; and 

a comparison system for obtaining one of tlie set of device entries based on correlation 
data for the device. 

18. (Currently Amended) A program product stored on a recordable medium for assigning device 
identifiers, which when executed comprises: 

prograin code for receiving a request for the device identifier at a sei-ver; 
program code for obtaining the device identifier; 
program code for marking a status of the device identifier as pending; 
program code for sending the device identifier to the device; 

program code for marking liie status of tiie device identifier as in use after receiving an 
acknowledgment firom the device; and 
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program code for sendiBg a con&mation to the device after the acknowledgment is 
received^ 

wherein the device is a wireless device that does not have a readily accessible device 
identifier or other con mniinicati ons related infomaation and for which a network address or host 
name cannot be used as the device identifier . 

19. (Original) The program product of claun 18, fbrther comprising: 

program code for sending the request to the server; 

program code for sending the acknowledgment to the server after receiving the device 
identifier fi:om the server^ and 

program code for using the device identifier after receiving the confirmation firom the 

server. 

20. (Original) The program product of claim 18, ftirther comprising: 

program code for reusing the device identifier for another request received firom another 
device after a time out period has elapsed; and 

program code for sending a rejection to tlie device if the acknowledgment is received 
after the time out period has elapsed. 
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